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Abstract
Knowledge of the complicated flow characteristics of magnetorheological (MR) suspensions is necessary for simulations, calculations in
engineering processes, or designing new devices utilizing these systems. In this study, we employed three constitutive equations (three-
parameter models) for an evaluation of steady shear behavior of MR suspensions. The predictive/fitting capabilities of the Robertson–Stiff
(R–S) model were compared with the commonly used Herschel–Bulkley (as a reference) and the Mizrahi–Berk models. The appropriateness of
the models was examined using rheological data for diluted as well as concentrated MR systems. The effect of magnetic field strength on model
fitting capabilities was also investigated. The suitability of the individual models was evaluated by observing correlation coefficient, sum of
square errors, and root mean square errors. A statistical analysis demonstrated that the best fitting capabilities were exhibited by the R–S model,
while others provided less accurate fits with the experimental data. Therefore, shear stresses and the yield stress predicted according to the R–S
equation can be considered as the most accurate under defined conditions in comparison with the Herschel–Bulkley and the Mizrahi–Berk
model predictions. We also showed that the consistency index obtained from the R–S model increased with increasing magnetic field and
particle concentration, which physically reflected more rigid internal structures generated in MR suspensions upon an external magnetic field.
This behavior was indistinguishable when other models were applied. VC 2016 Author(s). All article content, except where otherwise
noted, is licensed under a Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).
[http://dx.doi.org/10.1122/1.4954249]
I. INTRODUCTION
Materials containing micron-sized, soft, ferromagnetic
particles dispersed in a nonmagnetic medium are widely
known as conventional magnetorheological (MR) suspen-
sions. These systems have been widely studied because they
can undergo rapid, reversible, and tunable changes of their
mechanical properties upon the application of an external
magnetic field [1–3]. In the absence of the magnetic field,
particles are randomly dispersed in a medium, and the MR
suspension behaves almost like a Newtonian fluid. When the
external magnetic field is imposed, magnetically polarizable
particles rapidly form rigid chain or column-like structures
parallel to the magnetic field direction, making a barrier in
the flow domain. As a result, the yield stress appears and vis-
cosity increases several orders of magnitude. The micro-
structure transition in the magnetic field is governed by a
level of competition between the magnetic and hydrody-
namic forces. This phenomenon is called the MR effect, and
due to this attribute, MR suspensions have attracted signifi-
cant attention in the automotive or other engineering fields.
Dampers, brakes, clutches, valves, precise polishing, or even
robotic and haptic devices are just some of the examples of
their wide applicability [4–7]. Due to a broad range of possi-
ble prospective applications, extensive research on the MR
suspensions has been performed. Many studies are related to
the reduction of common drawbacks of MR suspensions
such as poor sedimentation, thermo-oxidative and chemical
stabilities, or suspension redispersibility [8–10].
Currently there is great interest in the accurate modeling
of the complex flow behavior of these materials. Constitutive
modeling is a valuable tool for simulations, calculations in
engineering processes, or designing and developing new
devices utilizing these systems [11,12]. Most devices execute
a straight-line motion, and therefore the MR suspensions are
subjected to a shear flow. Studies dealing with steady shear
magnetorheology tend to classify MR suspensions as non-
Newtonian fluids that behave according to the Bingham plas-
tic [Eq. (1)] or the Herschel–Bulkley (H–B) models [Eq. (2)]
[4,11,13–15]. The Bingham equation is the original visco-
plastic equation expressed as
s ¼ s0 þ g _c; (1)
where s is the shear stress, s0 is the yield stress controlled by
the magnetic field strength, the constant of g represents the
plastic viscosity of the system, and _c is the shear rate. The pa-
rameters s0 and g are obtained from fitting to macroscale ex-
perimental measurements [16]. The Bingham plastic model
has gained popularity mainly because of its simplicity [17].
However, its accuracy is questionable due to its linear charac-
ter once the yield stress is exceeded. Recently, it was con-
cluded [14] that the H–B model is more appropriate for MR
suspensions especially in the high shear rate region. Replacing
constant plastic viscosity with the shear rate-dependent
power-law relation the H–B model can be written as
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s ¼ s0 þ K _cn; (2)
where K and n are the consistency index and power-law
exponent, respectively. The K and n are material parameters
related to materials’ flow behaviors.
The Casson model is another predictive model reported in
magnetorheology [2,18,19]. This two-parameter empirical
model was originally proposed to describe the rheology of
printing inks. Lately, it was shown that it provides suitable
rheological descriptions for materials such as blood or food
products [17]. On the other hand, more complex models
(containing more parameters) such as the Papanastasiou
model [11] have been suggested. However, the use of sim-
pler models is more appropriate for complex computational
problems.
The Robertson–Stiff (R–S) model (also known as the
Vocadlo model) [Eq. (3)] was proposed to describe the rheo-
logical behavior with nonlinear characteristics of bentonite
suspensions, cement slurries, or polymer solutions and gels
[17,20]. Due to the similar flow behavior of these materials
with MR suspensions, we used the R–S model in magneto-
rheology for the first time. The mathematical expression of
the R–S model is a combination of the Bingham plastic and
Ostwald de Waele equations
s ¼ Kð _c0 þ _cÞn; (3)
where parameters K and n can be considered similar to those
in the H–B model [Eq. (2)], but parameter _c0 denotes the
shear rate correction factor. The term ð _c0 þ _cÞ is an effective
shear rate [21].
We widened the scope of our investigation by using the
Mizrahi–Berk (M–B) model [Eq. (4)], which is commonly
used in food engineering [22]. Recently, it was proved to be
successful in describing the rheology of concentrated xantan
gum solutions [23]. The M–B is three-parameter viscoplastic
model incorporating the yield stress term, and it can be
expressed by the following mathematical formulation:
s
1
2 ¼ s120 þ K _cn (4)
with all variables defined similarly as in models above.
For the equations above [Eqs. (1), (2), and (4)], the fol-
lowing condition can be applied:
_c ¼ 0; jsj < s0: (5)
The expression shows that the yield stress must be over-
come to initiate deformation or flow of the material [2].
However, there is some discussion [24] whether a true
yield stress exists or not. Despite the controversy, the engi-
neering reality of the yield stress is a desirable and useful
concept in a whole range of applications, once the yield
stress is properly defined. There is no standard procedure to
measure a yield stress value. The common technique is an
indirect determination involving appropriate rheological
models [23,25].
In this study, steady shear rheological experiments with
MR suspensions based on different particle concentrations
were performed under various magnetic fields, and the
obtained flow curves were analyzed. Viscoplastic models
(R–S and M–B) commonly used in other research areas have
been employed. To the best of our knowledge, these models
have not previously been used in magnetorheology. The
main objective of this study was to evaluate the predictive/
fitting capabilities of these three-parameter viscoplastic mod-
els for a rheological data description of MR suspensions,
especially in a low shear rate range (up to 250 s1) with an
emphasis on its engineering importance. Finally, the pre-
dicted dynamic yield stress as a parameter of fitting models
was evaluated.
II. EXPERIMENTAL
A. Particle characteristics
Carbonyl iron (CI) particles (BASF Corporation,
Germany) were employed as a dispersed phase. Particle mor-
phology was studied using scanning electron microscopy
(SEM; Tescan Vega II LMU, Czech Republic) operating at
an accelerating voltage 5–10 kV. The porosity of the CI par-
ticles was identified via a low-temperature nitrogen adsorp-
tion/desorption process using a volumetric instrument
(Belsorp-mini II, Bel, Japan) and evaluated based on the
Brunauer–Emmet–Teller (BET) analysis. The response of
the CI particles to an external magnetic field was measured
by vibrating-sample magnetometry (VSM; Model 7407,
Lake Shore, USA) on the approximately 200mg sample in
the range of6780 kA m1 at room temperature.
B. Preparation of suspensions
Appropriate amounts of the CI particles were mixed with
commonly used silicone oil Lukosiol M200 (Chemical Works
Kolm, Czech Republic, dynamic viscosity of 197 mPa s, and
density of 0.97 g cm at 25 C) resulting in MR suspensions
with volume concentrations of 7.5, 15, and 30 vol. %, respec-
tively. In order to eliminate moisture content, the silicone oil
was dried at 120 C and under a vacuum of 200 mbar for 48 h
prior to use and left to cool down to room temperature in a
desiccator. The suspensions were vigorously mixed and then
sonicated for 2min using an ultrasonic device (Sonopuls HD
2070, Bandelin electronic, Germany).
C. Rheological measurements
All steady shear flow measurements were performed on a
Physica MCR502 (Anton Paar GmbH, Austria) rheometer in
controlled shear rate mode. Uniformity of magnetic field and
the wall slip phenomenon as two possible issues related to
magnetorheology measurements were considered [26]. The
device was equipped with a Physica MRD 170/1 T magneto-
cell, which was supplied with an electric current up to 1.5A.
This condition ensured sufficient uniformity of magnetic
field and thus adequate column-like structure formation [27].
The electric current was correlated to the true magnetic field
strength using a Teslameter (Magnet Physic, FH 51, Dr.
Steingroever GmbH, Germany). The applied magnetic field
strengths were found to be 0–432 kA m1. The amount of
0.25ml of the tested MR suspension was placed between a
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steel (material characteristics based on DIN 1.0718—
11SMnPb30) magnetic plate, which was fixed, and an origi-
nal commercially available nonmagnetic titanium (material
characteristics based on DIN 3.7165—Ti 6Al 4V) plate
(PP20/MRD/TI), while the gap between the plates was set to
0.5mm. The sample was subjected to shearing in a shear rate
range from 0.01 to 250 s1. A fixed temperature of 25 C
was maintained by a thermostatic device (Julabo FS18,
Germany).
Generally, it is known that magnetic geometries provide
higher shear stress values when compared to the nonmag-
netic ones. Nevertheless, it was shown [28] via Hall probe
measurements and finite element simulations that higher
stresses measured with magnetic geometries are mostly
caused by increased magnetic flux density rather than by a
better contact of the particles to the plate surface.
In order to reduce probability of the wall slip, the appro-
priate magnetic field was imposed for 1min prior each on-
state measurement. As a result, the column-like structures
were developed and the normal force increased, which indi-
cated better contact between the particle columns and the ge-
ometry. The apparent wall slip, which arises due to particle
sedimentation and thus presence of a depleted layer of liquid
with lower viscosity, was also minimized, as the particle
chains were distributed between the plates [28]. However,
relatively low degree of slippage was still possible as the sur-
face of the commercial geometry PP20/MRD/TI was not
roughened [29].
The surfaces of both plates were thoroughly cleaned using
ethanol prior each measurement. Rheological characteriza-
tion was carried out with a four-step protocol. (i) First, the
suspension was subjected to preshearing at 50 s1 for 1min.
(ii) Second, rheological behavior in the off-state was meas-
ured. (iii) Prior to each on-state measurement, an appropriate
magnetic field was imposed for 1min in order to induce ori-
ented structure development, followed by rheological data
collection. (iv) After each on-state measurement, the field-
induced structures were disrupted at a shear rate of 50 s1 for
1min.
To ensure the repeatability and accuracy of the measure-
ment, the rheological data were collected three times; the av-
erage values were calculated and further used for evaluation
[30]. Each measurement was performed with a freshly mixed
representative sample. On the recorded rheograms, mathe-
matical models were applied in order to obtain the parame-
ters of utilized models.
III. RESULTS AND DISCUSSION
A. General characterization
Obviously both, particle dimensions as well as their mor-
phology influence the MR response [2,31]. Also roughness
of particle surface plays an important role in the interparticle
friction, or structuration of the MR suspension and ultimately
affects the rheological behavior of the MR suspensions [32].
Therefore, these characteristics of the employed CI were
investigated via SEM. Figure 1 illustrates a micrograph of
the studied sample. As can be clearly seen, particles
exhibited almost a spherical shape with quite smooth surfa-
ces a diameter ranging between 1 and 5lm.
Particle porosity as an important parameter for the calcu-
lations of particle volume fraction was determined. If the
particles are porous, the final particle density could be signif-
icantly affected [32]. However, since the mean pore diameter
of the CI particles was approximately 10 nm, it was con-
cluded, that the particles were determined to be compact and
therefore, the density value of bulk iron was used for the cal-
culations of the particle volume fraction. A magnetic spec-
trum of the utilized CI particles was measured. As depicted
in Fig. 2, the magnetization curve exhibited the typical shape
of a highly magnetizable material, with a low hysteresis,
which indicated the appropriateness of the particles for
magnetorheology.
B. Rheological measurements
One degree of freedom devices incorporating MR suspen-
sions have been under development since the late 1940s.
Their rheological behavior is modeled with the help of clas-
sical empirical models, which do not always provide satis-
factory data fits [31]. Therefore, the proposal of other
viscoplastic models is presented in this study. Conventional
steady shear rheological measurements were performed on
various formulations of MR suspensions with particular
attention paid to low shear rate behavior. The practical im-
portance of modeling is indisputable regarding MR device
accuracies, e.g., haptic and force feedback systems which
operate at low levels of shear stress [16]. Figure 3 shows the
shear rate dependences of the shear stress for prepared MR
suspensions under external magnetic fields.
The obtained flow curves exhibited typical characteristics
of the MR suspension behavior. In the off-state, the shear
stress of the MR suspensions was almost proportional to the
shear rate, which corresponds to nearly Newtonian-like
FIG. 1. SEM micrograph of the CI particles.
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behavior. In the on-state, the field-induced structures repre-
sented resistance against shearing, and the shear stress
increased by several orders of magnitude (up to a factor of
104). The on-state shear stress values were strongly depend-
ent on the applied magnetic field strength [2–4]. This prop-
erty is valuable from a practical point of view as it can
provide high performance from MR devices [12]. In general,
the highest shear stresses were obtained in the MR suspen-
sion based on 30 vol. % particle content. On the contrary, the
lowest shear stress values were exhibited by the 7.5 vol. %
MR suspension because its oriented particle chains possessed
the lowest resistance against shearing.
C. Applicability of viscoplastic flow models and
statistical treatment
The obtained experimental data shear stress vs shear rate
was fitted with the H–B, the M–B [Eqs. (2) and (4)], and the
R–S rheological models. The R–S model was used in its
equivalent form [Eq. (6)] [33] in order to obtain parameters
with a physical meaning applicable for the MR suspensions;
hence, the following expression has been used
s ¼ K1nj _cjn1n þ s0j _cj
 1
n
" #n
_c: (6)
The close fitting of model predictions to the experimental
data can be considered according to the coefficient of corre-
lation, ðR2CÞ, however, this parameter is not totally relevant
for nonlinear models [34]. Therefore, it is more appropriate
to further evaluate the model inaccuracies by means of the
sum of square errors, (SSE), and the root mean square error,
(RMSE). These parameters are defined according to the
equations
SSE ¼
XN
i
ðsi  spÞ2; (7)
where si and sp are observed and predicted shear stresses,
and
RMSE ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
SSE
N  p
s
; (8)
where N is the number of measurements, and p denotes the
degrees of freedom (number of parameters in the rheological
model). Thus, the observation of R2C, as well as SSE, and
RMSE were taken into account in considering the models’
applicability. The model that provided the best fit of the data
was that with the highest values of R2C and the lowest values
of SSE and RMSE. The results of the statistical evaluation
are included in the supplementary material [35].
A demonstrational example of the flow behavior (15 vol.
% MR suspension at 216 kA m1) was chosen to graphically
present the accuracies of the employed models. As can be
seen in Fig. 4, the H–B and the M–B models tend to under-/
overestimate shear stress values at a lower/higher shear rate
range. On the contrary, the application of the R–S model
resulted in a good agreement between the model predictions
and the data in the whole shear rate range. These findings are
supported with the numerical results outlined in the supple-
mentary material (please see Table S2) [35].
Figure 5 is displayed in order to demonstrate the R–S
model capabilities to fit the rheological data collected under
various magnetic fields. Clearly, the use of this model pro-
vides an excellent close—fitting to the experimental data
points, which suggests its suitability and robustness. The per-
formance of other employed models is presented numerically
in Tables S1–S3.
The calculated model parameters are listed in Table I. All
models revealed viscoplastic behavior, i.e., pseudoplasticity
after exceeding a yield stress. The yield stress parameters
with respect to flow curves correspond to the intercept on the
Y-axis, which is discussed in Sec. III D.
The K parameter reflects the consistency of the system,
which in the MR suspensions increases with particle volume
fraction and with applied magnetic field strength as a result
FIG. 2. VSM spectrum of the CI particles. The inset figure displays particle
magnetic hysteresis.
FIG. 3. Rheograms of the MR suspensions containing 7.5 (open squares),
15 (open circles), and 30 vol. % (open up-triangles) of the CI particles at the
off-state (a), 72 kA m1 (b), and 432 kA m1 (c) magnetic field strengths.
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of more rigid internal structure formation. This parameter
represents such physical meaning connected to consistency
only as a parameter of the R–S model. In the H–B and the
M–B models, K changed independently on the applied mag-
netic field. Therefore, the R–S model provided additional in-
formation through the consistency index, reflecting the
physical property of the MR suspensions upon application of
the magnetic field, while the others are from this point of
view insufficient.
The n index compares the flow behavior of the MR suspen-
sion with a Newtonian fluid. When n equals 1, the fluid
behaves according to Newtonian law. The MR suspensions ex-
hibit pseudoplastic attributes, which correspond to 0< n< 1.
Pseudoplasticity (shear thinning behavior) can be associated
with the existence of the field-induced particle structures pre-
sented in the MR suspensions. These structures are broken
down into smaller aggregates due to intensive shearing and as
a result, viscosity decreases. As apparent in Table I, the n is
close to 1 as a fitting parameter describing the off-state
behavior because the column-like structures were not devel-
oped. At the on-state, the n index decreased while exhibiting
minor differences at various magnetic fields. Thus, it appears
that at the on-state, the n represented only an additional param-
eter, and the rheological characterization was given mainly by
combinations of two linear parameters (K, s0).
In the M–B model, the conditions for the n parameter are
set differently. Newtonian behavior corresponds to n equals
0.5, while pseudoplasticity occurs when 0< n< 0.5 as
described in [23]. Considering these assumptions, all
employed models generally revealed pseudoplasticity in
diluted as well as in concentrated MR suspensions, when the
external magnetic field was applied.
A statistical analysis of the studied rheological models af-
ter fitting in the rheological data of 7.5, 15, and 30 vol. %
MR suspensions is summarized in Tables S1–S3. The R–S
model in general provided the best correlations and the low-
est SSE and RMSE coefficients throughout the whole con-
centration range as well as magnetic strength range, when
compared to other employed models. The values of R indi-
cate that the H–B model also possesses a reasonable predic-
tive/fitting capability, but not as accurate as the R–S model.
The M–B model generally exhibited the lowest accuracies
(highest RMSE) with the exceptions of the off-state situa-
tions for 7.5 and 30 vol. % MR suspensions. To conclude,
the flow behavior of the studied MR suspensions was gov-
erned by the R–S equation, which demonstrated the best
applicability for rheological data description.
The overall suitability of all rheological models (H–B,
R–S, and M–B) was further assessed by the evaluation of
their RMSE parameters for all concentrations throughout the
whole magnetic field strength range. The results of the
RMSE analysis are presented graphically by the use of box-
plots in Fig. 6. Both the H–B and the M–B models provided
similar median values as well as a similar range of the upper
quartile and the position of the upper extreme, which informs
on their comparable applicability. The use of the R–S model
resulted in the lowest median values of the RMSE.
Moreover, this model provided the overall best consistency
of data values, as its interquartile range is relatively small.
The RMSE analysis clearly suggests that the R–S equation
provides the best description of the rheological data in the
studied MR systems.
D. Yield stress evaluation
Yield stress value cannot be regarded as an absolute mate-
rial property [24]; however, once it is properly defined,
delimited and circumscribed, it is one of the most important
rheological characteristics of the MR suspensions.
Inaccurate models may result in a shift of the predicted yield
stress and, hence, problems with device precision. Therefore,
finding the most accurate models is helpful. Low shear rate
magnetorheology was used in order to determine flow behav-
ior; the yield stress obtained as a parameter of different vis-
coplastic models was evaluated.
As illustrated in Fig. 7, the dynamic yield stress increased
as a result of the applied magnetic field, which is caused by
polarization of the particles that changed the internal
FIG. 4. Shear stress vs shear rate experimental data for a 15 vol. % MR sus-
pension at 216 kA m1 fitted with the H–B (dashed line), the R–S (solid
line), and the M–B (dashed/dotted line) models.
FIG. 5. A representation of the shear stress vs shear rate dependences for
the MR suspensions containing 15 vol. % of the CI particles in silicone oil at
the off-state, and different magnetic field strengths. The solid lines refer to
the R–S model predictions. Model fitting parameters are listed in Table I.
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microstructure of the system. Higher yield stresses were
attained in the MR suspensions that incorporated larger
amounts of particles, because these possess the ability to de-
velop more rigid chain/column-like structures. All models
predicted yield stress values in accordance to the polarization
model, which suggests its quadratic proportionality with the
magnetic field strength. After exceeding a critical magnetic
field, HC, local saturation magnetization of the particles
became apparent and yield stress varied only with H1.5
[36,37]. The HC was determined at 250 kA m
1; however,
the transition was less noticeable in the MR suspension
based on 30 vol. %, probably due to a shifted local saturation
magnetization as a result of higher particle volume.
In all the MR suspensions, the highest values of the yield
stress were calculated as a parameter of the R–S model. The
H–B and the M–B models predicted similar yield stress val-
ues; however, some discrepancies were present especially at
low magnetic field strengths. Nevertheless, in general, the
differences in the yield stress values for corresponding mag-
netic field strengths obtained via employed models were less
than 10% in all studied suspensions.
TABLE I. Calculated model parameters for the MR suspensions based on different contents of the CI under various magnetic field strengths.
CI (vol. %) Magnetic field 0 (kA m1) 72 (kA m1) 144 (kA m1) 216 (kA m1) 288 (kA m1) 360 (kA m1) 432 (kA m1)
7.5 H–B
s0 1  105 32.32 341.5 838.8 1516 2272 3024
K 0.3569 20.17 142.7 131.78 116.9 114.1 92.12
n 0.9624 0.4881 0.3134 0.4188 0.5012 0.5433 0.6047
R–S
s0 0.5033 37.34 399.9 887.3 1560 2320 3061
K 0.3109 36.65 419.4 718.0 1016 1317 1540
n 0.9870 0.3944 0.1785 0.1950 0.2120 0.2206 0.2279
M–B
s0 0.2066 27.23 345.0 838.0 1513 2265 3022
K 0.4552 2.116 3.368 2.219 1.561 1.302 0.8908
n 0.5202 0.3299 0.2794 0.3798 0.4583 0.4988 0.5663
15 H–B
s0 1 105 126.4 711.6 1686 2938 4313 5714
K 0.7704 158.6 283.0 278.3 244.0 221.8 287.3
n 0.9107 0.2797 0.3111 0.3978 0.4729 0.5266 0.4920
R–S
s0 1.404 187.6 827.9 1792 3033 4402 5863
K 0.6222 265.4 865.5 1514 2135 2734 3206
n 0.9493 0.2120 0.1722 0.1793 0.1897 0.1974 0.2091
M–B
s0 0.4340 118.2 713.1 1682 2933 4308 5782
K 0.7173 5.955 4.776 3.323 2.304 1.763 1.324
n 0.4779 0.2097 0.2740 0.3599 0.4350 0.4896 0.5453
30 H–B
s0 1 105 601.9 2068 4032 6528 9631 13 598
K 4.873 157.4 385.1 789.8 961.0 995.1 979.1
n 0.8643 0.3834 0.3607 0.3131 0.3522 0.3869 0.4081
R–S
s0 10.03 654.6 2205 4367 6924 10 049 14 027
K 3.712 613.3 2 067 4240 6292 8520 11 499
n 0.9136 0.1991 0.1504 0.1217 0.1307 0.1321 0.1214
M–B
s0 5.627 582.6 2064 4028 6517 9618 13 581
K 1.318 3.484 4.078 5.943 5.818 5.037 4.231
n 0.5067 0.3142 0.3288 0.2879 0.3248 0.3606 0.3842
FIG. 6. RMSE boxplots of fitting models for the MR suspensions at a 99%
confidence level.
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IV. CONCLUSION
In this work, the MR suspensions based on micron-sized,
spherical CI particles were prepared and their steady shear
behavior was studied under various magnetic field strengths.
The ability of three-parameter rheological models—H–B,
R–S, and M–B—to analyze experimental rheological data of
MR suspensions was systematically investigated. The R–S and
the M–B models commonly used in other research fields were
successfully introduced to magnetorheology. It was estab-
lished that the conventional H–B model tends to under-/over-
estimate the shear stress values. Based on the statistical
evaluation, it was shown that the R–S model is a better alterna-
tive and can be considered as a more reliable analysis tool for
the rheological data description of MR suspensions based on
the spherical CI particles in a steady shear regime. The M–B
model generally provided the lowest predictive/fitting capabil-
ity. Considering the n parameter values, all models revealed
pseudoplasticity in both diluted as well as concentrated MR
suspensions upon the external magnetic field. The K parameter
in the R–S model increased with the particle volume fraction
and magnetic field strength, which was associated with the
presence of more rigid internal structures in the system, while
K parameter in the H–B and the M–B models varied ran-
domly. Furthermore, it was found that the dynamic yield
stresses predicted according to employed models were similar.
Nevertheless, the yield stress obtained using the R–S model is
seemingly the most accurate under defined conditions, as this
model exhibited the closest fit to the experimental data.
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